ENGINEERING COPY 05SEPO6

REVISIONS

NOTES: UNLESS OTHERWISE SPECIFIED REV DESCRIPTION DATE APPROVED

| SEE DRAWING NO. CB—00292 AND PROCEDURE P—1000 FOR
ASSEMBLY AND TEST INSTRUCTION. PROCEDURES AND ASSEMBLY A | REMOVED TERMINAL PROTECTORS |8/30/06|  JBT

DRAWINGS ARE FOR INTERNAL USE ONLY.

2. ALL TESTING ARE [AW BATTERY COUNCIL INTERNATIONAL STANDARDS.

3. ALL DIMENSIONS ARE IN INCHES [MM].

4. ABBREVIATION USED IN TITLE IS: SEALED LEAD ACID (SLA).
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CAPACITY RATE ENVELOPE DRAWING
PART NUMBER PVX—5340T PVX—6480T | o | e no. OR DESCRIPTION SPECIFICATION o
PARTS LIST
NOMINAL WEIGHT 62 LBS [28.2 KG .
[ ]| 70 LBS [31.8 KC] DERTER S = CONCORDE BATTERY CORPORATION
AMPERE HOUR CAPACITY @ 24 HOUR 534 AH 548 AH FRACTONS  DECIVALS  ANGLES 2009 SAN BERNARDINO RD, W. COVINA, CA 91790
1.75 \/OLTS/CELL @ // F (25 C) +£1/32 XX+ .06 £ 1 APPROVALS DaTE | THLE BATTERY SLA 2 \/OLT
XXX+ .030 DRAWN ELH 8/W3/OW
PVX—6480T SERIES
NONE erEeeE HRFE S/ZW/OW SIZE | CAGE CODE DWG NO. REV
FINISH NONE APPROVED JBT 8/23/01| (O 63017 P\/X* 648@T A
SIMILAR T(N]A ACLAWT CALNCAWT ISSUED NS 9/5/06 | sca.e NONE SHEET 1 OF 1

The data/information contained herein has been reviewed and approved for general release on the basls that this document contains no export—controlled information.




